M4 BOHLER BOMLER VNN

RULMAN CELIKLERI

Application Segments

| Aerospace |

Mevcut Uriin Sekilleri

| Uzun Urlnler |

Uriin Tanimi

This specification covers a premium aircraft-quality, double vacuum-melted low-alloy steel in the form of bars, forgings and forging stock.

It is used typically for parts such as bearings operating under heavy loads and high speeds at moderate temperatures up to 600° F. E.g.
bearings and rolling elements, bearing balls and races.

Erime rotasi

| VIM + VAR

Uygulamalar

> Bearings > Tiurbin ve Motor Parcalari (Havacilik ve Uzay) > Diger Havaclilik ve Uzay Parcalari

Teknik veriler

Malzeme Tanimi Standartlar
M50 | Market grade 6491 | AMS
1.3551 | SEL
80MoCrv42-16 | EN

Kimyasal Bilesim

C Si Mn P S Cr Mo Ni v w Cu Co
0,80 kadar | maks. | 0,15 kadar malks. malks. 4,00 kadar | 4,00 kadar maks. | 0,90 kadar | maks. | maks. maks.
0,85 0,25 0,35 0,015 0,008 | 4,25 4,50 0,15 1,10 0,25 0,10 0,25
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Teslimat durumu
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Annealed

Sertlik (HB) maks. 248 | Cold finished and annealed, above 12.7 mm diameter
Annealed

Sertlik (HB) maks. 229 | Hot finished and annealed, above 12.7 mm diameter

Cekme mukavemeti (MPa)

maks. 825 | Cold finished and annealed, max 12.7 mm diameter

Yuvarlak ¢ubuklar

Cap MOQ Uzunluk Hosgori
mm kg m
Haddelenmis
12,30 - 55,00 1.250 3,00 - 4,00 ITh/k 11
55,01 - 120,00 1.400 3,00 - 4,00 ITh/k 11
120,01 - 140,00 1.400 3,00 - 5,00 ITh/k 14

For additional specifications and other sizes please contact BOHLER Edelstahl - Special Materials Engineering

The data contained in this brochure is merely for general information and therefore shall not be binding on the company. We
maybebound only through a contract explicitly stipulating such data as binding. Measurement data are laboratory values and can
deviatefrompractical analyses. The manufacture of our products does not involve the use of substances detrimental to health or to the

ozonelayer.
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